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Bauchemie e.V. ( )»
, 

 ( ).

 / .

 /  Sikafloor®-390 
 ISO 14644-1,  4 – CSM Report  SI

1008-533  GMP, CSM Report  SI 1008-533
 Sikafloor®-390 

 ISO 14644-8,  -9,6 – CSM Report  SI 1008-
533.

 ISO 846,
CSM Report No. SI 1008-533

 “ ”, Z-59.12-107,DlBt, Germany

 BMW-Standart 09-09-132-5,
, Test Report P 5541,  2008

 /  – . A:        .
 – . B:   .

.

, .

. A: 21.25 

. B: 3.75

. A+B: 25 .
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24 , 
 +5º  + 30º , 

.

 A: ~ 1,73 
 B: ~ 1,05 (DIN EN ISO 2811-1)
: ~ 1,6 

 +23°C

~ 100% ( ) / ~ 100% ( )

/

~ 10 (8  / +23°C) (DIN 53455)

> 1,5  ( )                                                      (ISO 4624)

 D 60  (  14  / +23°C)                                                                   (DIN 53 505)

~ 20%    (8 / +23 ° )                                                                        (DIN 53455)

75  (CS 10/1000/1000) (8  / +23°C)  (DIN 53 109 (Taber Abrader Test))

~0,25 ,       2     ZG  ( )

. C .  (
).

*

+50°C

,  7 +80°C

,  12 +100°C

, * ( .)  +80°C.

USGBC

LEED

Sikafloor®-390  4.2  LEED

LEED (EQ Credit 4.2): « »

.

SCAQMD Method 304-91 VOC Content <100 .
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 (
)

:     1 x Sikafloor®-156/161
:     1 x Sikafloor®- 390

 ( )
:     1 x Sikafloor®-156/161
:     2 x Sikafloor®- 390 + Extender T

,  ( )
:     1 x Sikafloor®-156/161
:     1 x Sikafloor®-390

:    
: 1 x Sikafloor®- 390 + 5 %  Thinner C

,  ( )
:     1 x Sikafloor®-156/161
(1 ):     1 x Sikafloor®-390
(2 ):     1 x Sikafloor®-390

:    
: 1 x Sikafloor®-390 + 5 %  Thinner C

Sikafloor®-156/161 0,3 – 0,5 ²

 (
) Sikafloor®-156/161 .  Sikafloor®-156/161

(1.8 – 2.8 )

Sikafloor®-390 1.6 2

 ~
1.5 )

Sikafloor®-390

+ 2.5 - 4%  Extender T

2*1.25 2

1,6 ² 

 ~
2.5 )

Sikafloor®- 390 

. . 0,4-0,7

. 0,5-1,0

. . 0,4-0,7
. 0,5-1,0

(5-6 2)

Sikafloor®- 390 + 5% 
Thinner C

0.75 – 0.85 2

: ,
, .

 (
 25 ,  1,5 ).

, , , , 
, 

.

.
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, 

.
, , 
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 Sikafloor®, SikaDur®

SikaGard®.

.
, .

.

/ 
 +10°C  +30°C.

 +10°C  +30°C.

 < 4 % .
: Sika-Tramex .

,  ASTM ( ).

 80% .

!
 3°C

.

. A : . B = 85 : 15 ( )

,
 3 ,

.
, 

.

.

 Sikafloor®-390 
 (300 - 400 ) 

.

 / , .
 > 4%,  Sikafloor® EpoCem®

.
 ( ):

Sikafloor®-390 
. 

.
):

Sikafloor®-390  2.5 - 4 % ( ) Extender T
. , 

Sikafloor®-390  2.5 – 4 % ( )  Extender T.
, :

Sikafloor®-390 

. , 
.

 (Sikafloor®-390 + 5 % Thinner C) 
 ( ).

Thinner C. .
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+10°C ~ 60 

+20°C ~ 30 

+30°C ~ 10 

 Sikafloor®-390  Sikafloor®-156/161:

+10°C 24 4 

+20°C 12 2 

+30°C 6 1 

 Sikafloor®-390  Sikafloor®-390:

+10°C 48 72 

+20°C 30 48 

+30°C 20 30 

 /

, 
.

 /
 Sikafloor®-390 , .

.
 Sikafloor®-390 

 24 .
.

:
PPW-Polyplan-Werkzeuge GmbH, Phone: +49 40/5597260, www.polyplan.com.

:
 Large-Surface Scrapper No. 565,  No. 25

 ~ 1.5 .

.
,  Sikafloor®- 390

.
, 

.
, ,

.  
2 2 , 

.  
.

+10°C ~ 48 ~ 6 ~ 14 

+20°C ~ 30 ~ 4 ~ 10 

+30°C ~ 20 ~ 3 ~ 7 

: ,
.

 / 
 3 .

http://www.polyplan.com./


6 6/8Sikafloor®-390

 Sikafloor®-390 , 
. 
, , 

. .

.

.

, 
.

.
, 

, , . 
. 

.
, 

.

, 
.

. 
, 

. 
.

 9
 8

.

 Sika®

. 
, , ,

, 
, 

. 
. 

. 
,

.



7 7/8Sikafloor®-390

 CE
 EN 13 813 «

, . – 
», , 

.
, 

, 
.

, 
.  «CE», 

 ZA. 3,  ZA.1.5  3,3 
 (89/106):

Sika Deutschland GmbH
Kornwestheimerstraße 103-107

D - 70439 Stuttgart

04 1)

EN 13813 SR-B1,5-AR1-IR 4

)

:                                                            Efl
2)

,
):                       SR

:                                                 NPD 3)

      :                                                  AR1 4)

:                   B 1,5

:                                                        IR 4

:                                                          NPD

:                                                     NPD

:                                                   NPD

:                                              NPD

1)  - .
2)  DIN 4102. 2
3) .
4) .
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 CE
 EN 1504-2 „

 – ,
,  –  2:

” 
 EN 1504-9.

 «CE»,
 ZA. 1,  ZA.1  1g 

 (89/106):
, 

. 

.

0921

Sika Deutschland GmbH
Kornwestheimerstraße 103-107

D - 70439 Stuttgart

081)

0921–CPD–2017

EN 1504-2

. 2)

 ( ): < 3000 
 CO2: SD > 50 

:  III

: w < 0.1 2 x 0,5

:3)
 I

: I
– : 2.0 / ²

: 4) Efl

1)  - .

2) T  Sikafloor®-161  Sikafloor®-390.

3) , .

4) Min , , .

 2004/42
 2004/42 

 (
IIA / j  sb)  500  (  2010) 

.

 Sikafloor®-390
 500 , .

-
196240, ,

. , . 8
.: +7 (812) 415-22-58,

         +7 (812) 415-22-42
: +7 (812) 415-22-14

 « »
141730, . ,

. , . 14
.: +7 (495) 5 777 333
. +7 (495) 5 777 331

www.sika.ru 350000, ,
, 28;  517

.: +7 (861) 217 02 44
: +7 (861) 217 02 43620016, ,

. , . 107, 4 ,
.411
.: +7 (343) 228 02 19,

+7 (343) 228 02 36

354000, ,
. , .1,  6

.: +7 (8662) 624281

http://www.sika.ru/

